
1、Battery Swapping Cabinet

3、Electric Motocycle

2、Lithium Battery

4、Software Service Platform



Cabinet size 400(W)*515(L)*1650(H)mm

Chamber size 255(W)*420(L)*220(H)

Chamber Quantity 5 Slots

Communication Method CAN

Input Voltage 220v

Max power 4000W

Max power each slot 800W

Maximum charging current / slot 15A

Battery Voltage 72V/60V/48V

Operating Environment humidity ≤95%RH，-10~55℃，

Speaker Standard（embedded)

Ingression standard Lightning protection/IP54 water immersiondetect

Battery health Diagnosis Optional（ BMS support)

Temperature Monitor Standard,backstage alarm

Remote Monitor Standard（Diagnose,manipulateonline）

Chambe rindicator Standard (3colors’LED)

Communication With4G / WIFI,GPS

Swapping support Scan&Swap/Reservation/Offline-swapping

Camera / Rainshed / Air conditioner Optional

Distinguisher Stype gas-meltstyle

Weight 80Kg（Without battery）



Cabinet size 500(W)*880(L)*1650(H)mm

Chamber size 240(W)*420(L)*220(H)
Chamber Quantity 8 Slots

Communication Method CAN

Touch Screen 10.1’inch

Input Voltage 220V

Max power 6400W

Max power each slot 800W

Maximum charging current / slot 15A (Optional)

Battery Voltage 72V/60V/48V

Operating Environment humidity ≤95%RH，-10~55℃，

Speaker Standard（embedded)

Ingression standard Lightning protection / IP54 water immersiondetect
Battery health Diagnosis Optional（BMSsupport)

Temperature Monitor Standard,backstage alarm

Remote Monitor Standard（Diagnose,manipulateonline）

Chamber indicator Standard(3colors’LED)

Communication With4G / WIFI,GPS 

Swapping support Scan&Swap/Reservation/Offline-swapping

Camera / Rainshed / Air conditioner Optional(embeddedorexternal)
Distinguisher Stypegas-meltstyle

Weight 154Kg（Without battery）



Cabinet size 600(L)*1100(W)*1632(H) mm 
Chamber size 220(L)*240(W)*420(H) 

Chamber Quantity 12 Slots
Communication Method CAN

Touch Screen 10.1 ’inch
Input Voltage 220VAC 50HZ
Max power 9600W

Max power each slot 800W
Maximum charging current / slot 15A (Optional)

Battery Voltage 72V/60V/48V
Operating Environment humidity ≤95%RH，-10~55℃，

Speaker Standard（embedded)

Protection function Lightning protection / IP54 /Fire and Flood 
protection

Battery health Diagnosis BMS support
Temperature Monitor Standard,backstage alarm

Remote Monitor Standard（Diagnose,manipulateonline）
Chamber indicator Standard(3colors’LED)

Communication With 4G / WIFI/GPS 
Swapping support Scan&Swap/Reservation/Offline-swapping

Camera / Rainshed / Air conditioner Optional
Distinguisher Stype gas-meltstyle

Weight 208Kg（Without battery）

the 



Cabinet size 600(L)*1100(W)*1632(H) mm 

Chamber size 220(L)*240(W)*420(H)

Chamber Quantity 12 Slots

Communication Method CAN

NFC function support

Touch Screen 10.1 ’inch

Input Voltage 220V

Max power 9600W

Max power each slot 800W

Maximum charging current / slot 15A

Battery Voltage 72V/60V/48V

Operating Environment humidity ≤95%RH，-10~55℃，

Speaker Standard（embedded)

Ingression standard Lightning protection / IP54 water immersiondetect

Battery health Diagnosis BMS support

Temperature Monitor Standard,backstage alarm

Remote Monitor Standard（Diagnose,manipulateonline）

Chamber indicator Standard(3colors’LED)

Communication With 4G / WIFI/GPS 

Swapping support Scan&Swap/Reservation/Offline-swapping

Camera / Rainshed / Air conditioner Optional

Distinguisher Stype gas-meltstyle

Weight 235Kg（Without battery）

Battery bottom connection
 plug and play



Battery size 76.8V 30Ah

Battery cell 3.2v 30ah

S-U 1P24S

Size/mm 159（L）*230（W）*395（H）mm

Protection level IP67

Nominal power (Wh) 2304

Standard charge / discharge current 0.5C / 1C

Maximum sustainable discharge current 2C

Communication method/4G/GPS CAN/4G/GPS

Charging operating temperature -10~60℃

Discharging operating temperature -20~65℃

Charge/ discharge connector DM80 (At the top)

Number of cycles/times 2000（70%DOD）

weight/Kg 20kg



Battery size 73 V 30Ah

Battery cell 3.65V/30Ah

S-U 1P20S

size/mm 188（L）*154.5（W）*300（H）

Protection level IP67

Nominal power (Wh) 2190

Standard charging current/A 15A

Maximum continuous discharge/A 60A

Peak discharge current/A 90A /30S

Operation temperature discharge：-20~65℃，charge：0℃~55℃

System temperature protection thresholds charge：60℃，discharge：75℃

communication method/4G/GPS CAN/4G/GPS

Charging connector At the bottom

Discharge connector DM80 (At the top)/At the bottom

Number of cycles/times 1500（70%DOD）

Weight/Kg 13.5KG



Specifications
Dimension 1700×700×1080mm

Motor 1200W Brushless
Battery Type 72V30AH Lithium

Intelligent Charger 86V9.7A 
Charging Time 6h

Maximum Design Speed 60km/h
Range 80km

Wheelbase 1200mm

Ground Clearance 155mm
Loading Capacity 100KG

Climbing Angle ≤15°
Rim Fr. Alum./Re.Alum.

Braking System Fr. Disc/Re. Disc

Tire Size 80/90-12" Tubless
Net Weight 56KG

SKD Packing Dimension 1560×450×750

Loading Quantity SKD 111pcs per 40HQ



Specifications
Dimension 1850×760×1150mm

Motor 3000W Brushless
Battery Type 72v30AH Lithium*2

Controller Votol Intelligent controller
Maximum Design Speed 80km/h

Range 110km
Wheelbase 1340mm

Ground Clearance 175mm
Loading Capacity 200KG
Climbing Angle ≤15°
Braking System Fr. Disc/Re. Disc

Tire Size Fr 90/90-12/ Re.110180-12"Tubless
Net Weight 110KG

SKD Packing Dimension 1750 x 570 x 830mm

Loading Quantity SKD 78pcs per 40HQ



Specifications
Dimension 2120×710×1150mm

Motor 4000W Brushless
Battery Type 72V30A Lithium × 2

Controller Votol Intelligent controller

Charging Time 3hrs

Maximum Design Speed 90km/h
Range 140km@45km/h(72V30Ah*2)

Wheelbase 1430mm
Ground Clearance 160mm
Loading Capacity 120KG
Climbing Angle ≤15°
Braking System Fr. Disc/Re. Disc

Tire Size Fr.100/70-16"  Re.110/80-14" Tubless
Net Weight 140KG

SKD Packing Dimension 1850 x 570 x 830mm

Loading Quantity CKD 68Unit(CKD)



Specifications
Dimension 1980*800*1060 (mm)

Motor 4000W Brushless

Battery Type  72V30Ah *2 lithium 

Controller Votol Intelligent controller
Intelligent Charger 72V5A

Charging Time 6 hours
Maximum Design Speed 80km/h

Range 120km@40km/h (72V30Ahx2)
Wheelbase 1310mm

Ground Clearance 175mm
Loading Capacity 150KG

Climbing Angle ≥20°

Braking System Fr. Drum/Re.Drum

Tire Size Fr. 3.0-17"   Re.100/90-17"

Net Weight 105KG

SKD Packing Dimension 1750*460*800 (mm)

Loading Quantity SKD 96unit



Specifications
Dimension 1995*755*1080 (mm)

Motor 4000W Brushless

Battery Type  72V30Ah *2 lithium 

Controller Votol Intelligent controller

Intelligent Charger 72V5A
Charging Time 6 hours

Maximum Design Speed 80km/h

Range 120km@40km/h (72V30Ahx2)
Wheelbase 1325mm

Ground Clearance 170mm

Loading Capacity 150KG

Climbing Angle ≥20°

Braking System Fr. Drum/Re.Drum

Tire Size Fr. 2.75-17"   Re.100/90-17"

Net Weight 95KG（without battery）

SKD Packing Dimension 93unit



Specifications
Dimension 2083*625*1090 (mm)

Motor 5000W Brushless

Battery Type 72V30Ah *2 lithium

Controller Votol Intelligent controller

Intelligent Charger 72V5A
Charging Time 6 hours

Maximum Design Speed 95km/h

Range 100km@40km/h (72V30Ahx2)
Wheelbase 1390mm

Ground Clearance 195mm

Loading Capacity 150KG

Climbing Angle ≥17°

Braking System Front：Φ220 Disk / Rear：Φ220 Dis

Tire Size Front：90/90-17 / Rear：110/80-17
Net Weight 100KG（without battery）

SKD Packing Dimension 105unit(SKD)

E67





Tycorun battery swap system

Bought out all the source code of Tycorun battery 
swap system $100000

Do not buy the original code, only develop some 
functions of the APP or customize other options $10000

Tycorun's battery swap system platform and software are free for customers to use and test 
(free for use under the following first and second conditions, if the requirements exceed the 
first and second conditions, Tycorun will charge customers a rental fee according to the third 
and fourth conditions:
1. During the period when the customer purchases no more than 50 battery swap cabinets,it 
free to use
2. During the period when the total number of users of the battery swap cabinets operated by 
the customer in the early stage does not exceed 500 users,it is free to use

3. Battery service is charged per battery 5$ /battery/year
(This includes battery data reporting, storage, and downloading, and data traffic charges.)

4. Cabinet service is charged per slot    8$ /slot/year
(Including cabinet data reporting/storage/download, and data traffic charges)




